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CONFIGURAZIONE T-SPOOL





Per configurare una stampante nello spooler del CROSS BASIC è necessario eseguire un login come utente root ed eseguire i seguenti passi:





editare opportunamente il file /usr/lib/iocs.dev:





/*@(#) iocs.dflt 1.8 92/01/23*/��$DEVG   1       pr_gsm1�        $DEV    1       /dev/prn/lpt     LP_C    PC lpt�        $DTAB   4100.iocs       1�        $ETAB   4100.cote





lanciare il comando tsi ed impostare i seguenti parametri nella maschera printer:





+ Printer     >lpt           <                                                 +


¦                                                                              ¦


¦ Printer connected     yes            Protocol level     3                    ¦


¦ Printer stopped       no             IOCS printer       yes                  ¦


¦ Backspace possible    yes                                                    ¦


¦ Set IO control        no                                                     ¦


¦ Paper type             100           IOCS waiting time  100 seconds          ¦


¦                                                                              ¦


¦ Location              Ufficio Commerciale                                    ¦


¦ Device pathname       /dev/prn/lpt                                           ¦


¦                                                                              ¦


¦ Error logging device  /dev/null                                              ¦


¦ Error logging file    commerciale.err                                        ¦


¦ Error messages to user                          sending via  write           ¦


¦ Error messages to job submitter  no             sending via  write           ¦


¦                                                                              ¦


¦ LPD hold time           0 seconds                                            ¦


+------------------------------------------------------------------------------+





nella maschera della subclass impostare:





+ Printer      lpt                                                             +


¦ Subclass    >raw         <                                                   ¦


¦                                                                              ¦


¦ Init            ^[@                                                          ¦


¦ Exit                                                                         ¦


¦ Page/Init                                                                    ¦


¦ Page/Exit                                                                    ¦


¦ Line/Init                                                                    ¦


¦ Line/Exit                                                                    ¦


¦ Form feed                                                                    ¦


¦ Map table                                                                    ¦


¦ Preaction       cb_spd_vf $q                                                 ¦


¦ Postaction                                                                   ¦


¦ Filter                                                                       ¦


¦                                                                              ¦


¦                                                                              ¦


¦                    Subclass active          Lines/page         Chars/line    ¦


¦                           yes                    48               132        ¦


+------------------------------------------------------------------------------+


�
quindi selezionare il menu della classe:





+ Class       >lpt           <                                                 +


¦                                                                              ¦


¦ Alias class                                                                  ¦


¦ Test print file /etc/group                                                   ¦


¦                                                                              ¦


¦ Printer         Subclass                                                     ¦


¦ lpt             raw                                                          ¦


¦                                                                              ¦


¦                                                                              ¦


¦                                                                              ¦


¦                                                                              ¦


¦                                                                              ¦


¦                                                                              ¦


+------------------------------------------------------------------------------+





poi le opzioni della classe:





+ Class        p26                                                             +


¦ Class options                                                                ¦


¦                         ¦                          ¦                         ¦


¦ ASCII              no   ¦ Max job size      9999 Kb¦ Header page  no         ¦


¦ MAP table          no   ¦ Chars/line         132   ¦ Message      no         ¦


¦ Preaction          yes  ¦ Lines/page          72   ¦ Send         write      ¦


¦ Postaction         no   ¦ Top margin           0   ¦                         ¦


¦ Multiple job       no   ¦ Left margin          0   ¦ FF mode      no         ¦


¦ FF in multiple job no   ¦ Max no. of copies  999   ¦ Wrap mode    no         ¦


¦ Hold job           no   ¦ Number of copies     1   ¦                         ¦


¦ Copy file          yes  ¦ Tab stop             8   ¦ Filter       no         ¦


¦ Single page        no   ¦ First page           0   ¦ IOCS check   yes        ¦


¦ Raw print          yes  ¦ Number of pages      0   ¦                         ¦


¦ Alphanumeric       no   ¦ Priority             0   ¦                         ¦


¦ Permanent          no   ¦ Paper type         100   ¦                         ¦


+------------------------------------------------------------------------------+





Per verificare il funzionamento della stampante appena creata digitare:





# tsq -PRL





PRINTER         ON   TTY-PATH                   PAPER  IOCS JOB_ID STATE


lpt             YES  /dev/prn/lpt                 100  YES   0     OFFLINE


p21             YES  /dev/prn/giovanna            100  YES   0     OFFLINE


p15             YES  /dev/prn/patrizia            100  YES   0     OFFLINE


Status of spoolsystem:Ready.





Ora assegnare la stampante all’utente CROSS-BASIC:





+------------------------------------------------------------------------------+


¦     Selection                Edit                     Administration         ¦


+------------------------------------------------------------------------------+


   Foreground port assignment for the user : pier


   Logical name                                Lines/   Position    Density


   Spool printer  Class name     Printer name   page   start stop lines char.


   $LPT           lpt            lpt              48      0  132    n      n


   $LPT1          lp3            lp3              72      0  132    6     10
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